























31A. Place the roller on the track at a slight angle and tilt forward.

31B. Slide the roller arm into the slot in the installation tool to hold the
roller upright.

Position the installation tools and rollers in the centre of the enclosure. Measure
from centre to centre of the rollers and set the distance X according to the
product size table.
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Size X
1000 311
1100 361
1200 411
1300 461
1400 511
1500 511
1600 511
[E == — ] 1700 511
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Align the bottom of the profile to
the line marked X in step 2. Ensure
the frame is stepped in a Min. of
10mm from the edge of the tray.




Add a bead of silicone to Moving panel installation

the top of the bracket 30A. Installation tools for the moving panel are preassembled to the bottom
where it connects to the profile. These may have moved during transit or have been removed during the
wall profile to ensure a unboxing and need to be in the correct position to fit the moving panel.

water tight seal. Remove Note: Parts are left and right handed (L&R) and are fitted from inside the
excess silicone after enclosure.

assembly. 30B. Remove the fixing plate and washer from both rollers.
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Omm - 20mm adjustment is available.
Note the position of the line on the
wall profile side, this line must be
within the bottom bracket.
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15A. Note the position of the slot
in the fixed panel.

15B. Make sure the fixed panel
clip is near the corner. Lift the
fixed panel onto the bottom
profile and slide into the wall
profile until the edge of the
glass is aligned with the red line.

Note: For 1500 slider use
the line furthest away from
the wall.

(Al sizes 1500 size
except 15
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Remove the screws, plate and flat washer from the
bracket. Leave the L shape washer attached.
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16A. Ensure the flat side of
the wedge gasket is to the
glass and the side with fins is
to the profile.

16B. Starting at the bottom
insert the wedge gasket just
100mm — 200mm. DO NOT
INSERT FULLY AT THIS STAGE !
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Reversing the handing on the top rail.

Bracket is pre assembled for left hand, to
change to right hand remove the bracket
and reposition on the opposite side.

eft Hand

Right Hand

Adjust the glass until plumb
making sure to keep the bottom
outside edge of the glass to the
mark on the profile.

Insert the wedge gasket fully
making sure to keep the fixed
panel plumb.
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