
NOTE: Please ensure the bathscreen 
Is installed on the inside of the bath top. 
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Fixing Kit components

- PH2 Philips Head screw driver

 Neutral cure anti bacterial silicone

132SS008
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Clear Seal
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Wall profile LR8387C

Hinge post S030C
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Wall Plug 2SP123
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Screw(4X40mm)

Screw Cover Cap

Screw Cover Cap Clip 2SS009
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Screw(4X12mm)

A2403001

A2401201

1. Ensure your bath is level before fitting.This screen is not designed to fit on baths with stepped fronts,roll top rims or integral soap dishes.
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1.Bathscreen is reversible, choose which handing is required ensuring that the glass coated side is always 
   on the inside of the bath.Silicone the top pivot bracket and bottom pivot bracket, and then insert into the 
   round profile. Fig 1, 1A-1D.
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2. Unscrew the top pivot bracket SP0LF01 and insert panel A, reattach the pivot bracket.Fig 2.
    Note: Ensure pivot bracket SP0LF02 is always on the bottom of the product 

Top Bracket
   SP0LF01

Bottom Bracket
     SP0LF02



To help fit the bottom seal, turn the screen upside down. Apply silicone as shown in fig 3A. Fit seal SP0LFCS 
on to the bottom of the bath screen Fig 3 ensuring to push the end of the seal fully into the bottom bracket .

NOTE: Silicone behind 
the wall profile on the 
bath edge if not siliconed 
previously
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bath.Fig 4.

fix wall profiiles to wall.Fig 5.
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6.

 where the wall profile and hinge bracket sit on the bath inside and outside.
 Seal around the end of the seal as shown and approx 50mm between the glass and profile.
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Sealing.Fig 7

 When installation is complete seal the joint between the wall profile and the wall,top to bottom. 

Seal 50mm up where
Outside only
Silicone

the hinge upright and the wall profile over lap.

7. Drill 3 holes top,middle and bottom through the wall profile and hinge upright using a 3mm steel drill bit. Using the Screws 
    A2401201,and screw cover caps 2SS008 and screw cover caps clips 2SS009 fix the hinge upright to the wall profile in 3 
    places.Fig 6.
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