MERLYN
Bath Screens MB3a - Two Panel Curved Bath Screen

.
Es Features & Benefits

BatRScreen » 6mm toughened glass » HydraSeal leak-free technology: Creates a barrier to

» Door swing 90° inwards & outwards restrict leaking by integrating the bracket and pivot
into a single-piece design.
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> Reversible design
» Five colour finishes

Two Panel Curved

Size Adjustment Panel Code Colour Code
900 x 1500 880-900 2 MB3a -
900 x 1500 880-900 2 MB3a add MB / BBR/ BN /BGM
HydraSEAL A single piece
of ‘Leak Free’ technology!
Configuration Screen is
A: Moving panel = 485mm reversible
B: Fixed Panel = 400mm
400mm ||485mm Radius of Screen Swing = 483mm Inside
Door swings 90° inwards and outwards bath edge / P
B G/' Reversible Please ensure product is
A fitted with moving panel
— . 0 Recommended shower head position seals in line with bath
Hyd raSEAL inside edge

When ordering your bath screen, please Brushed Brushed Matt Brushed
9y P Gun Metal Nickel Black Brass

add the desired colour code to the end of =
the standard chrome code.

Example: MB3A is the standard chrome { ]:1 500 U K
code add MB for Matt Black, BBR for SN ETAL v Lt A MM —

) N — L S S -
Brushed Brass, BN for Brushed Nickel and 1 3 LIFETIME HEIGHT GLASS C n
BGM for Brushed Gun Metal. 5 / GUARANTEE

e.g. MB3A + MB = MB3A Matt Black

Chrome

STANDARD RANGE THICKNESS
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